PUBLIC NOTICE

FEDERAL COMMUNICATIONS COMMISSION
445 12th STREET S.W.
WASHINGTON D.C. 20554

News media information 202-418-0500
Internet: http://www.fcc.gov (or ftp.fcc.gov)
TTY (202) 418-2555

Report No. SES-02352 Thursday April 1, 2021

Satellite Communications Services

re: Satellite Radio Applications Accepted For Filing

The applications listed herein have been found, upon initial review, to be acceptable for filing. The Commission
reserves the right to return any of the applications if, upon further examination, it is determined they are defective and
not in conformance with the Commission's Rules and Regulations and its Policies. Final action will not be taken on any
of these applications earlier than 30 days following the date of this notice. 47 U.S.C. § 309(b). All applications accepted
for filing will be assigned call signs, or other unique station identifiers. However, these assignments are for
administrative purposes only and do not in any way prejudice Commission action.

SES-ASG-20210212-00372 E E090013 WPTA License, LLC
Application for Consent to Assignment
Current Licensee: WPTA License, LLC
FROM: WPTA License, LLC
TO: Gray Television Licensee, LLC
No. of Station(s) listed: 1

SES-ASG-20210212-00373 E E050130 WVVA License, LLC
Application for Consent to Assignment
Current Licensee: WVVA License, LLC
FROM: WWA License, LLC
TO: Gray Television Licensee, LLC
No. of Station(s) listed: 2

SES-LIC-20200506-00499 E E201999 L3HARRIS TECHNOLOGIES, INC.
Application for Authority

Class of Station: VSAT Network
Nature of Service: Fixed Satellite Service
SITE ID: JROC HUB
LOCATION: 1350 Jefferson Road HUB, Monroe, Henrietta, NY
43°5"'22.60 " N LAT. 77 °35'22.20 " W LONG.

ANTENNA ID: 1 (Hub) 4.8 meters General Dynamic SATCOM 4.8
10950.0000 - 11200.0000 MHz 4M68G7D 0.00 dBW QPSK, Digital Data
11450.0000 - 11700.0000 MHz 4M68G7D 0.00 dBW QPSK, Digital Data
11700.0000 - 12200.0000 MHz 4M68G7D 0.00 dBW QPSK, Digital Data
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SITE ID:

LOCATION:

13750.0000 - 14000.0000 MHz

14000.0000 - 14500.0000 MHz

Rem-Shdw .40M
40M(15UNITS)
0°0'0.00 " N LAT.

ANTENNAID:  Rem-Shdw

SITE ID:

LOCATION:

10950.0000 - 11200.0000 MHz

11450.0000 - 11700.0000 MHz

11700.0000 - 12200.0000 MHz

13750.0000 - 14000.0000 MHz

14000.0000 - 14500.0000 MHz

Rem-P2 .60M

.60M(15UNITS)
0°0'0.00 " NLAT.

ANTENNAID:  Rem-P2 .60

SITE ID:

LOCATION:

10950.0000 - 11200.0000 MHz

11450.0000 - 11700.0000 MHz

11700.0000 - 12200.0000 MHz

13750.0000 - 14000.0000 MHz

14000.0000 - 14500.0000 MHz

Rem-P2 .96M
.96M(15UNITS)
0°0'0.00 " N LAT.

ANTENNAID:  Rem-P2 .96

10950.0000 - 11200.0000 MHz

11450.0000 - 11700.0000 MHz

11700.0000 - 12200.0000 MHz

13750.0000 - 14000.0000 MHz

14000.0000 - 14500.0000 MHz

4M68G7D 60.90 dBW

4M68G7D 59.60 dBW

QPSK, Digital Data

QPSK, Digital Data

0°0"0.00 " W LONG.

L3 Shadow

QPSK, Digital Data

QPSK, Digital Data

QPSK, Digital Data

QPSK, Digital Data

QPSK, Digital Data

0°0'0.00 " W LONG.

GCS Panther I .60M

QPSK, Digital Data

QPSK, Digital Data

QPSK, Digital Data

QPSK, Digital Data

QPSK, Digital Data

0°0"0.00 " W LONG.

0.96 meters L3Harris

L3Harris
625KG7D 0.00 dBW
625KG7D 0.00 dBW
625KG7D 0.00 dBW
625KG7D 42.00 dBBW
625KG7D 42.00 dBW

L3Harris
625KG7D 0.00 dBW
625KG7D 0.00 dBW
625KG7D 0.00 dBW
625KG7D 42.00 dBW
625KG7D 42.00 dBBW
625KG7D 0.00 dBW
625KG7D 0.00 dBW
625KG7D 0.00 dBW
625KG7D 42.00 dBBW
625KG7D 42.00 dBW
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GCS Panther II .96M

QPSK, Digital Data

QPSK, Digital Data

QPSK, Digital Data

QPSK, Digital Data

QPSK, Digital Data



SITE ID: Rem-H3 1.2M
LOCATION: 1.2 (15UNITS)

0°0'0.00 " NLAT. 0°0'0.00 " W LONG.

ANTENNA ID:  Rem-H3 1.2 1.2 meters L3Harris GCS Hawkeye III 1.2M
10950.0000 - 11200.0000 MHz 625KG7D 0.00 dBW QPSK, Digital Data
11450.0000 - 11700.0000 MHz 625KG7D 0.00 dBW QPSK, Digital Data
11700.0000 - 12200.0000 MHz 625KG7D 0.00 dBW QPSK, Digital Data
13750.0000 - 14000.0000 MHz 625KG7D 42.00 dBBW QPSK, Digital Data
14000.0000 - 14500.0000 MHz 625KG7D 42.00 dBW QPSK, Digital Data

SITE ID: Rem-H3 1.6M
LOCATION: 1.6M(15UNITS)
0°0'0.00 " N LAT. 0°0'0.00 " W LONG.

ANTENNAID: Rem-H3 1.6 1.6 meters L3Harris GCS Hawkeye III 1.6M
10950.0000 - 11200.0000 MHz 625KG7D 0.00 dBW QPSK, Digital Data
11450.0000 - 11700.0000 MHz 625KG7D 0.00 dBW QPSK, Digital Data
11700.0000 - 12200.0000 MHz 625KG7D 0.00 dBW QPSK, Digital Data
13750.0000 - 14000.0000 MHz 625KG7D 42.00 dBW QPSK, Digital Data
14000.0000 - 14500.0000 MHz 625KG7D 42.00 dBBW QPSK, Digital Data

SITE ID: Rem-H3 2.0M
LOCATION: 2.0M(15UNITS)
0°0'0.00 " NLAT. 0°0'0.00 " W LONG.

ANTENNA ID:  Rem-H3 2.0 2 meters L3Harris GCS Hawkeye III 2.0M
10950.0000 - 11200.0000 MHz 625KG7D 0.00 dBW QPSK, Digital Data
11450.0000 - 11700.0000 MHz 625KG7D 0.00 dBW QPSK, Digital Data
11700.0000 - 12200.0000 MHz 625KG7D 0.00 dBW QPSK, Digital Data
13750.0000 - 14000.0000 MHz 625KG7D 42.00 dBBW QPSK, Digital Data
14000.0000 - 14500.0000 MHz 625KG7D 42.00 dBW QPSK, Digital Data

SITE ID: Rem-H3 2.4M
LOCATION: 2.4M(15UNITS)
0°0'0.00 " N LAT. 0°0'0.00 " W LONG.
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ANTENNAID: Rem-H32.4 2.4 meters L3Harris GCS Hawkeye III 2.4M

10950.0000 - 11200.0000 MHz 625KG7D 0.00 dBW QPSK, Digital Data
11450.0000 - 11700.0000 MHz 625KG7D 0.00 dBW QPSK, Digital Data
11700.0000 - 12200.0000 MHz 625KG7D 0.00 dBW QPSK, Digital Data
13750.0000 - 14000.0000 MHz 625KG7D 42.00 dBW QPSK, Digital Data
14000.0000 - 14500.0000 MHz 625KG7D 42.00 dBBW QPSK, Digital Data
SITE ID: Rem-P2 1.3M
LOCATION: 1.3M(15UNITS)
0°0'0.00 " NLAT. 0°0'0.00 " W LONG.

ANTENNAID: Rem-P2 1.3 1.3 meters L3Harris GCS Panther II 1.3M
10950.0000 - 11200.0000 MHz 625KG7D 0.00 dBW QPSK, Digital Data
11450.0000 - 11700.0000 MHz 625KG7D 0.00 dBW QPSK, Digital Data
11700.0000 - 12200.0000 MHz 625KG7D 0.00 dBW QPSK, Digital Data
13750.0000 - 14000.0000 MHz 625KG7D 42.00 dBBW QPSK, Digital Data
14000.0000 - 14500.0000 MHz 625KG7D 42.00 dBW QPSK, Digital Data

Points of Communication:

JROC HUB - AMAZONAS 2 (52793) - (61 W.L.)
JROC HUB - PERMITTED LIST - ()

Rem-H3 1.2M - AMAZONAS 2 (S2793) - (61 W.L))
Rem-H3 1.2M - PERMITTED LIST - ()

Rem-H3 1.6M - AMAZONAS 2 (S2793) - (61 W.L))
Rem-H3 1.6M - PERMITTED LIST - ()

Rem-H3 2.0M - AMAZONAS 2 (S2793) - (61 W.L))
Rem-H3 2.0M - PERMITTED LIST - ()

Rem-H3 2.4M - AMAZONAS 2 (S2793) - (61 W.L))
Rem-H3 2.4M - PERMITTED LIST - ()

Rem-P2 .60M - AMAZONAS 2 (S2793) - (61 W.L.)
Rem-P2 .60M - PERMITTED LIST - ()

Rem-P2 .96M - AMAZONAS 2 (52793) - (61 W.L.)
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Rem-P2 .96M - PERMITTED LIST - ()

Rem-P2 1.3M - AMAZONAS 2 (S2793) - (61 W.L.)

Rem-P2 1.3M - PERMITTED LIST - ()

Rem-Shdw .40M - AMAZONAS 2 (S2793) - (61 W.L.)

Rem-Shdw .40M - PERMITTED LIST - ()

SES-LIC-20201002-01069 E E9494 Denali 20020, LLC

Application for Authority

Class of Station: Fixed Earth Stations

Nature of Service: Fixed Satellite Service

SITE ID: Vernon

LOCATION: 11 EDSALL DRIVE, Sussex, VERNON VALLEY, NJ

41°12'10.30 " N LAT. 74 °31'37.60 " W LONG.
ANTENNAID: 9m 9 meters TIW 9 meter

14000.0000 - 14500.0000 MHz 54MOG7TW 87.70 dBW Digital Data Carrier
14000.0000 - 14500.0000 MHz 36M0OG7TW 85.90 dBW Digital Video Carrier
14000.0000 - 14500.0000 MHz 300KF3W 65.10 dBW Analog carrier
10950.0000 - 11200.0000 MHz 300KF3W Analog carrier
11450.0000 - 12200.0000 MHz 300KF3W Analog carrier
10950.0000 - 11200.0000 MHz 36MOG7TW Digital Video Carrier
11450.0000 - 12200.0000 MHz 36MOG7TW Digital Video Carrier
10950.0000 - 11200.0000 MHz 54MO0G7TW Digital Data Carrier
11450.0000 - 12200.0000 MHz 54MOG7TW Digital Data Carrier

Points of Communication:

Vernon - INTELSAT 14 (S2785) - (45.0 W.L.)

Vernon - INTELSAT 9 (S2380) - (50.0 W.L.)

Vernon - PERMITTED LIST - ()

SES-LIC-20201117-01252 E E202189 Denali 20020, LLC
Application for Authority
Class of Station: Fixed Earth Stations

Nature of Service: Fixed Satellite Service
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SITE ID:

VVES Ciel-2

LOCATION: 11 EDSALL DRIVE, Sussex, VERNON VALLEY, NJ
41°12'7.00 " N LAT. 74°31'35.00 " W LONG.
ANTENNAID:  VVCiel-2 11 meters Vertex/RSI 11.0KPK
14000.0000 - 14500.0000 MHz 36M0OG7TW 85.00 dBW Digital Data Carrier
14000.0000 - 14500.0000 MHz IMO0G7TW 72.37 dBW Digital Data Carrier
13770.0000 - 13780.0000 MHz 6MO0G7TW 71.00 dBW Digital Data Carrier
13750.0000 - 13769.0000 MHz IMO0G7TW 72.37 dBW Digital Data Carrier
13781.0000 - 14000.0000 MHz 36M0G7TW 85.00 dBW Digital Data Carrier
10950.0000 - 11200.0000 MHz IMO0G7TW Digital Data Carrier
11450.0000 - 12200.0000 MHz IMO0G7TW Digital Data Carrier
10950.0000 - 11200.0000 MHz 36MOG7TW Digital Data Carrier
11450.0000 - 12200.0000 MHz 36M0OG7TW Digital Data Carrier
Points of Communication:
VVES Ciel-2 - PERMITTED LIST - ()
VVES Ciel-2 - TELSTAR 11N (S2357) - (37.5 W.L.)
SES-LIC-20201204-01303 E E202194 Viasat, Inc.
Application for Authority
Class of Station: Mobile Earth Station

Nature of Service:

SITE ID:

Kymetal

LOCATION:

ANTENNAID:  u7

11400.0000 - 12400.0000 MHz

11400.0000 - 12400.0000 MHz

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

0.7 meters

Kymeta

18M0G7D

12M0G7D

18M0G7D

12M0G7D

6M00G7D

Fixed Satellite Service, Vehicle Mounted Earth Station

45.60 dBW

45.60 dBW

45.60 dBW
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KyWay u7

GMSK, Direct Sequence Spread
Spectrum

GMSK, Direct Sequence Spread
Spectrum

pi/2-BPSK, QPSK, 8PSK

pi/2-BPSK, QPSK, 8PSK

pi/2-BPSK, QPSK, 8PSK



11400.0000 - 12400.0000 MHz 6MO0G7D GMSK, Direct Sequence Spread

Spectrum

11400.0000 - 12400.0000 MHz 36M0G7D GMSK, Direct Sequence Spread
Spectrum

14000.0000 - 14500.0000 MHz 6MO0G7D 45.60 dBW 6 MBd M-ary PSK Direct Sequence

Spread Spectrum, Digital Carrier

14000.0000 - 14500.0000 MHz 12MO0G7D 45.60 dBBW 12 MBd M-ary PSK Direct Sequence
Spread Spectrum, Digital Carrier

14000.0000 - 14500.0000 MHz 18M0G7D 45.60 dBW 18 MBd M-ary PSK Direct Sequence
Spread Spectrum, Digital Carrier

14000.0000 - 14500.0000 MHz 27MO0G7D 45.60 dBW 27 MBd M-ary PSK Direct Sequence
Spread Spectrum, Digital Carrier

14000.0000 - 14500.0000 MHz 36M0G7D 45.60 dBW 36 MBd M-ary PSK Direct Sequence
Spread Spectrum, Digital Carrier

ANTENNA ID:  u8 0.82 meters Kymeta KyWay u8
14000.0000 - 14500.0000 MHz 125KG1D 47.20 dBW Digital
11450.0000 - 12750.0000 MHz 125KG1D Digital
14000.0000 - 14500.0000 MHz 611KG1DD 47.20 dBW Digital
10950.0000 - 11200.0000 MHz 611KG1DD Digital
11450.0000 - 12750.0000 MHz 611KG1DD Digital
14000.0000 - 14500.0000 MHz IM50G1D 47.20 dBW Digital
10950.0000 - 11200.0000 MHz IM50G1D Digital
11450.0000 - 12750.0000 MHz IM50G1D Digital
14000.0000 - 14500.0000 MHz 2M50G1D 47.20 dBW Digital
10950.0000 - 11200.0000 MHz 2M50G1D Digital
11450.0000 - 12750.0000 MHz 2M50G1D Digital
14000.0000 - 14500.0000 MHz 3M50G1D 47.20 dBW Digital
10950.0000 - 11200.0000 MHz 3M50G1D Digital
11450.0000 - 12750.0000 MHz 3M50G1D Digital
14000.0000 - 14500.0000 MHz 6M50G1D 47.20 dBW Digital
10950.0000 - 11200.0000 MHz 6M50G1D Digital
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11450.0000 - 12750.0000 MHz

14000.0000 - 14500.0000 MHz

10950.0000 - 11200.0000 MHz

11450.0000 - 12750.0000 MHz

10950.0000 - 11200.0000 MHz

Points of Communication:

Kymetal - AMC 21 - (1249 W.L.)

Kymetal - HORIZONS 1 (S2475) - (127 WL)

Kymetal - INTELSAT 15 (S2789) - (85.15 E.L.)

Kymetal - INTELSAT 19 (S2850) - (166.0 E.L.)

Kymetal - SES-10 (S2950) - (66.9 W.L.)

Kymetal - SES-2 (S2826) - (87 W.L.)

Kymetal - TELSTAR 11N (S2357) - (37.5 W.L.)

6M50G1D

15M5G1D

47.20 dBW

15M5G1D

15M5G1D

125KG1D

Digital

Digital

Digital

Digital

Digital

SES-LIC-20210113-00047

Application for Authority

Class of Station:

Nature of Service:

SITE ID:

LOCATION:

WR Earth Station

35°40'29.60 " N LAT.

ANTENNA ID: 1-2

17800.0000 - 18600.0000 MHz

17800.0000 - 18600.0000 MHz

18800.0000 - 19300.0000 MHz

18800.0000 - 19300.0000 MHz

27600.0000 - 28400.0000 MHz

27600.0000 - 28400.0000 MHz

E E210006

Fixed Earth Stations

Fixed Satellite Service

2.4 meters

MCI Communications Services, LLC

Window Rock Blvd Administration Building #2, Apache, Window Rock, AZ

109 ©3'26.61 " W LONG.

AvL Technologies
IMO0G7D 0.00 dBW
216MG7D 0.00 dBW
IMO00G7D 0.00 dBW
216MG7D 0.00 dBW
IMO0G7D 70.00 dBW
216MG7D 70.00 dBW
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2470 2.4m

QPSK, 8PSK, 16PSK, 32PSK and
Internet

QPSK, 8PSK, 16PSK, 32PSK and
Internet

QPSK, 8PSK, 16PSK, 32PSK and
Internet

QPSK, 8PSK, 16PSK, 32PSK and
Internet

QPSK, 8PSK, 16PSK, 32PSK and
Internet

QPSK, 8PSK, 16PSK, 32PSK and
Internet



28600.0000 - 29100.0000 MHz 1MO0G7D 70.00 dBW QPSK, 8PSK, 16PSK, 32PSK and
Internet

28600.0000 - 29100.0000 MHz 216MG7D 70.00 dBW QPSK, 8PSK, 16PSK, 32PSK and
Internet

Points of Communication:

'WR Earth Station - O3B-A (52935) - (NGSO)

SES-MOD-20210217-00351 E E990335 GCL Licensee LLC
Application for Modification
Class of Station: Fixed Earth Stations

Nature of Service: Mobile Satellite Service

GCL Licensee LLC requests modification of its fixed earth station in Cabo Rojo, PR to replace the antenna, increase EIRP and EIRP density, and
to add new emission designators to communicate with the current licensed satellites in the current licensed frequency bands.

SITE ID: LPMA-3
LOCATION: ROAD 303 INT. KM 12.1, Caba Rojo, CABO ROJO, PR
17 °58"50.00 " N LAT. 67 °8'13.00 " W LONG.
ANTENNAID:  LPA RFT3 6 meters COBHAM SATCOM SEATEL TRACKER T6000

6900.0000 - 7055.0000 MHz IM23G7TW FEEDER LINK & TELEMETRY -
CDMA 1.23 MC/SEC/QPSK

6900.0000 - 7055.0000 MHz IM23G7TW CDMA VOICE AND DATA

6900.0000 - 7055.0000 MHz NON UNMODULATED CW FOR TESTING

6900.0000 - 7055.0000 MHz 2M46GTW WIDEBAND CDMA VOICE AND
DATA

6900.0000 - 7055.0000 MHz 2M46G2W WIDEBAND CDMA FOR
SINGLE-CARRIER AMSS

6900.0000 - 7055.0000 MHz IM23XXX WHITE-NOISE-MODULATED
CARRIER FOR TESTING

6900.0000 - 7055.0000 MHz IM23G2W DIRECT-SEQUENCE CDMA FOR
SINGLE-CARRIER AMSS

6900.0000 - 7055.0000 MHz 2M50G2D DIRECT-SEQUENCE CDMA FOR
SINGLE-CARRIER TELEMETRY
DATA

5096.0000 - 5250.0000 MHz IM23G7TW 55.00 dBW CDMA VOICE AND DATA

5096.0000 - 5250.0000 MHz IM23XXX 59.00 dBW WHITE-NOISE-MODULATED
CARRIER FOR TESTING
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5096.0000 - 5250.0000 MHz NON 59.00 dBW UNMODULATED CW FOR TESTING;
MAXIMUM EIRP DENSITY PER
CARRIER IS 59.0 dBW IN ANY

BANDWIDTH

5096.0000 - 5250.0000 MHz 2M46GTW 55.00 dBW WIDEBAND CDMA VOICE AND
DATA

5096.0000 - 5250.0000 MHz 2M46G2W 55.00 dBW WIDEBAND CDMA FOR

SINGLE-CARRIER AMSS

5096.0000 - 5250.0000 MHz 1IM23G2W 55.00 dBW DIRECT-SEQUENCE CDMA FOR
SINGLE-CARRIER AMSS

5091.0000 - 5250.0000 MHz IM23G7TW 55.00 dBW FEEDER LINK & TELEMETRY -
CDMA 1.23 MC/SEC/QPSK

5096.0000 - 5250.0000 MHz 4M50G7D 72.20 dBW Burst mode packet data with BPSK
modulation

6900.0000 - 7055.0000 MHz 200KG7D 0.00 dBW Burst mode packet data with BPSK
modulation

6900.0000 - 7055.0000 MHz 230KG7D Burst mode packet data with BPSK
modulation

6900.0000 - 7055.0000 MHz 280KG7D Burst mode packet data with BPSK
modulation

6900.0000 - 7055.0000 MHz 2M50G7D DIRECT-SEQUENCE CDMA FOR
SINGLE-CARRIER TELEMETRY
DATA

Points of Communication:

LPMA-3 - GLOBALSTAR (S2115) - (NGSO)

LPMA-3 - GLOBALSTAR 2.0 - (NGSO)

SES-MOD-20210217-00352 E E990336 GCL Licensee LLC
Application for Modification
Class of Station: Fixed Earth Stations

Nature of Service: Mobile Satellite Service

GCL Licensee LLC requests modification of its fixed earth station in Cabo Rojo, PR to replace the antenna, increase EIRP and EIRP density, and
to add new emission designators to communicate with the current licensed satellites in the current licensed frequency bands.

SITE ID: LPMA-2
LOCATION: Road 303 INT. Km12.1 Las Palmas, Caba Rojo, Cabo Rojo, PR
17 °58'49.00 " N LAT. 67 °8'14.00 " W LONG.
ANTENNAID:  LPA RFT2 6 meters COBHAN SATCOM SEATELTRACKER T6000
6900.0000 - 7055.0000 MHz IM23G7TW FEEDER LINK & TELEMETRY -

CDMA 1.23 MC/SEC/QPSK
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6900.0000 - 7055.0000 MHz

6900.0000 - 7055.0000 MHz

6900.0000 - 7055.0000 MHz

6900.0000 - 7055.0000 MHz

6900.0000 - 7055.0000 MHz

6900.0000 - 7055.0000 MHz

6900.0000 - 7055.0000 MHz

5096.0000 - 5250.0000 MHz

5096.0000 - 5250.0000 MHz

5096.0000 - 5250.0000 MHz

5096.0000 - 5250.0000 MHz

5096.0000 - 5250.0000 MHz

5096.0000 - 5250.0000 MHz

5091.0000 - 5250.0000 MHz

6900.0000 - 7055.0000 MHz

5096.0000 - 5250.0000 MHz

6900.0000 - 7055.0000 MHz

6900.0000 - 7055.0000 MHz

6900.0000 - 7055.0000 MHz

IM23G7TW

NON

IM23XXX

IM23G2W

2M50G2D

2M46GTW

2M46G2W

IM23G7TW

IM23XXX

IM23G2W

NON

2M46GTW

2M46G2W

IM23G7TW

2M50G7D

4M50G7D

230KG7D

280KG7D

200KG7D

55.00 dBW

59.00 dBW

55.00 dBW

59.00 dBW

55.00 dBW

55.00 dBW

55.00 dBW

72.20 dBW
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CDMA VOICE AND DATA

UNMODULATED CW FOR TESTING

WHITE NOISE MODULATED
CARRIER FOR TESTING

DIRECT-SEQUENCE CDMA FOR
SINGLE-CARRIER AMSS

DIRECT-SEQUENCE CDMA FOR
SINGLE-CARRIER TELEMETRY
DATA

WIDEBAND CDMA VOICE AND
DATA

WIDEBAND CDMA FOR
SINGLE-CARRIER AMSS

CDMA VOICE AND DATA

WHITE NOISE MODULATED
CARRIER FOR TESTING

DIRECT-SEQUENCE CDMA FOR
SINGLE-CARRIER AMSS

UNMODULATED CW FOR TESTING;
MAXIMUM EIRP DENSITY PER
CARRIER IS 59.0 dBW IN ANY
BANDWIDTH.

WIDEBAND CDMA VOICE AND
DATA

WIDEBAND CDMA FOR
SINGLE-CARRIER AMSS

FEEDER LINK & TELEMETRY -
CDMA 1.23 MC/SEC/QPSK

DIRECT-SEQUENCE CDMA FOR
SINGLE-CARRIER TELEMETRY
DATA

Burst mode packet data with BPSK
modulation

Burst mode packet data with BPSK
modulation

Burst mode packet data with BPSK
modulation

Burst mode packet data with BPSK
modulation



Points of Communication:

LPMA-2 - GLOBALSTAR (S2115) - (NGSO)

LPMA-2 - GLOBALSTAR 2.0 - (NGSO)

SES-MOD-20210324-00563 E E020325 Comcast Cable Communications Management, LLC
Application for Modification
Class of Station: Fixed Earth Stations

Nature of Service: Fixed Satellite Service

Comcast Cable Communications Management, LLC requests modification of its fixed earth station in Littleton, CO to communicate with
Permitted List satellites in the 5925-6425 MHz (Earth-to-space) frequency band.

SITE ID: 1
LOCATION: 7235 West Titan Road, Douglas, Littleton, CO
39°30'50.00 " N LAT. 105°1'27.50 " W LONG.
ANTENNA ID: 1 13 meters Vertex 13KPK
5925.0000 - 6425.0000 MHz 21M7GTW 88.70 dBW Digital Video Carrier
5925.0000 - 6425.0000 MHz 36M0G7TW 88.70 dBW Digital Video Carrier

Points of Communication:

1 - PERMITTED LIST - ()

For more information concerning this Notice, contact the Satellite Division at 418-0719; TTY 1-888-835-5322.
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